Installation and Assembly:

Model: PRS-KIT0811, PRS-KIT1420, PRS-KIT2026

Note: Disregard accompanying instruction 055-9441 unless using flush
mount application.




Note: Read entire instruction sheet before you start installation and assembly.

A WARNING

Do not begin to install your product until you have read and understood the instructions and warnings
contained in this Installation Sheet. If you have any questions regarding any of the instructions or warnings, please
call customer service at 1-800-888-6024.

 This product should only be installed by a qualified professional.

» Make sure that the supporting surface will safely support the combined load of the equipment and all attached hard-
ware and components.

* Never exceed the Maximum UL Load Capacity of 25 Ib (11.3 kg).

« If mounting to wood studs, make sure that mounting screws are anchored into the center of the studs. Use of an
"edge to edge" stud finder is highly recommended.

» Always use an assistant or mechanical lifting equipment to safely lift and position equipment.

 Tighten screws firmly, but do not overtighten. Overtightening can damage the items, greatly reducing their holding
power.

Tools Needed for Assembly

« stud finder ("edge to edge" stud finder is recommended)
« phillips screwdriver
* drill with 1/4", 3/8", and 5/32" drill bits

Table of Contents

L T ST ) PP PRPPR
[T ISy e= V1 F=Y o] R (o BN AY o Yo Yo I o T 1= A O =Y 1 L] T PSPPSR
[Tty F= Y F= i o] (o X @] g ox = (= @ =111 oo PP EEEEERR
INStallation Of EXIENSION COIUMN ...ttt ettt e e s e e bbbttt e e e e e s bbb et e e e e ah b b et e e e e e e nab b bt e e e e e e nnbbbeeeeeeeannebeeas
Installing Projector Mount assembly to the EXtENSION COIUMN .....ovviiiiiiiiii i e e e e e e e e e n e e
LISy eV ol ad fo) [=Tox 1 gAY F=T o1 (= gl o - P PEEEEEERR

[ (o 1= (o] AN [T [T 1=T | S P PEEEEEERR



— o ©
— AN N
8 3 &
E £ £ Parts List
-
0N 0 v
r o
o o o
Description Qty. Part #
X A  extension pipe 1 154-1025
X 154-1032
X 154-1034
X B  adjuster tube 1 154-1028
X X 154-1030
X X[ X C M5x.8x 10 mm phillips screw 1 520-9250
X X[ X D M10x 60 mm carriage bolt 1 580-1022
X X | X E MO0 center lock nut 1 530-9402
X X | X F projector mount assembly 1 055-0607
X X X H flat washer 2 540-1078
X X X I #14 x 2.5 phillips hex head wood screw 2 5S1-015-C03
X X X J concrete anchor 2 590-0097
X X X K ceiling plate 1 580-1042
X X X L #10-32 x 1/4"socket pin screw 1 520-1196
X X X M 4 mm security t-wrench 1 560-1718




Installation to Wood Joist Finished Ceilings,
Exposed Wood Joists, or Wood Beam Ceilings

o Drill two 5/32" (4 mm) dia. holes to a minimum

depth of 2.5" (64 mm). Attach ceiling plate (K)
with two #14 x 2.5" (6 mm x 65 mm) wood
screws (1) as shown using 3/8" (10 mm) socket
wrench. Tighten wood screws (1) so ceiling plate
(K) is firmly attached.

AWARNING

» Tighten wood screws so that ceiling plate is firmly
attached, but do not overtighten. Overtightening can
damage the screws, greatly reducing their holding
power.

* Never tighten in excess of 80 in ¢ b (9 N.M.).

< Make sure that mounting screws are anchored into the
center of the joist. The use of an "edge to edge" stud
finder is highly recommended.

Skip to step 2 on page 6.
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