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Read instruction sheet before you start installation and assembly.

Maximum Load Capacity: 25 lb (11 kg)

Installation and Assembly - PRS, RTR Series Projector Mount

Installations:

To Wood Joist Finished Ceilings,
Exposed Wood Joists, or Wood Beam Ceilings ............................................................................ step 1, page 3

To Concrete Ceilings ........................................................................................................................ step 2, page 4

Applications:

Threaded Rod .................................................................................................................................. step 3, page 5

Extension Column ............................................................................................................................ step 4, page 5

Projector Alignment:

Adjusting Roll, Pitch, and Yaw ........................................................................................................ step 7, page 6

Turn to the appropriate page for your ceiling installation.

�

This product is intended for use with UL
Listed products and must be installed by a
qualified professional installer.

PRS SERIES
PROJECTOR

MOUNTGENERIC
ADAPTER PLATE

• Installer must verify that the ceiling will safely support
the combined load of the equipment and all attached
hardware and components.

WARNING

Models: PRS-UNV, PRS-UNV-S,
PRS-UNV-W, PRS-UNVP, PRS-
UNVP-S, PRS-UNVP-W, RTR-UNB,
RTR-UNS, RTR-UNW
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Parts List
Before you start check the parts list to insure all of the parts shown are included.

A

D G

F

PRS-UNV, PRS- PRS-UNV-S, PRS- PRS-UNV-W, PRS-
UNVP, RTR-UNB UNVP-S, RTR-UNS UNVP-W, RTR-UNW

Description Qty. Part Number Part Number Part Number
A projector mount assembly (security) 1 055-0604 055-0605 055-0606

projector mount assembly (nonsecurity) 1 055-0607 055-0608 055-0609

B 4 mm security t-wrench 1 560-1718 560-1718 560-1718

D #10-32 x 1/4" socket pin screw 1 520-1196 520-2196 520-2196

E 1/4" flat washer 2 540-1078 540-1078 540-1078

F #14 x 2.5 phillips hex head wood screw 2 5S1-015-C03 5S1-015-C04 5S1-015-C04

G concrete anchor 2 590-0097 590-0097 590-0097

Note: Actual parts may appear slightly different than illustrated.
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Security adjustments

Nonsecurity adjustments




